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HYDROLOGY OF NUCLEAR TEST SITES

HYDROLOGIC PROCESSES AND RADIONUCLIDE
DISTRIBUTION IN A CAVITY AND CHIMNEY
PRODUCED BY THE CANNIKIN NUCLEAR
EXPLOSION, AMCHITEKA ISLAND, ALASKA

By Hans C. CLAASSEN

ABSTRACT

An analysie of hydraulic. chemical, and radiochemical data ob-
tained in the vicinity of the site of a nuclear explosion \ende-named
Canmbkin, 18971), on Amchitka Island, Alaska, was underizken to
deserbe the hydrologic procesases associated with the saturation of
sybsurface void space produced by the wxplosion. Immediately after
detonation of the explosive, a subsurface cavity was created sur-
rounding the explosion point. This cavity scon wan partly filled by
collapae of overburden, producing verd volume in a rubble chimney
witending to land surface and formung a surface-collapse sink. Sur-
face and ground water immediately began filling the chimney byt
wan excluded for a time from the cavity by the presence of steam.
When the steam condensed, the accumulated water in the chimney
flowed into the cavity region, picking up and deporming radicactive
materials along its path. Refilling of the chimney vmda then resumed
and was nearly complete about 260 davs atter the explomon. The hy-
draulic properties of identified aquifers interascting the chimney
were ysed with estimates of surface-water inflow, chimney dimen-
siona, and the measured water-level rae 1n the chimney to estimate
the distribution of explogion.created porazity it the chumney. which
ranged from about L0 percent near the bottom L 4 peecent near the
top.

Chemical and radiochemical anaivses of water {rom the caviey
resulted in identification of three aqueous phases — ground water.
surface water, and condensed steam. Although most water sampies
represented mixiures of these phases, they contained radipactiviry
repregentative of all radioactivity produced by the exploaion. Sorp-
tion of radioactivity on particulate matier was evident. tore than
10,000 times as much activity heing foung on selids ax 1n solution;
however, no seiectivity for speciiic isotopes was observed. and sorp-

tion equilibrium had not been reached 400 days niter the explosion.

Although large amounta of heat were released bv the Cannikin ex-
plosion, approximately $0 percent of this heat war abaorbed by rock
and water that fell into the cavity. As heat in the cavity dissipated to
the surroundings, additional voids were created by cooling of the
rocks that had fallen inte the cavity: this new space in part ac-
counted for the continued watuer {low into the cavity observen after
chimney filling waa virtually compiete, The occurrence of zones of
low hydraulic conductivity may also have contributed to the delay 1n
filling the cawniy.

INTRODUCTION

A nuclear device, code-named Cannikin, was deto-
nated November & 1971, 5875 ft (1790 m) below land
surface on Amchitka Island, Alaska. as part of the
wegpons-testing program of the U.5. Energy Research
and Development Administration (formerly the U.S.
Aromic Energy Commission}. For details concerning
the Cannikin experiment, see Merritt (1973). After
detonation of the device, a reentry hole was drilled into
the subsurface cavity formed by the explosion. One of
the purposes of the reentry hole was to provide data for
& better understanding of the postdetonation hy-

. drologic processes aceurring in a nuclear-explosion-pro-

duced cavity and chimney in volcanic rocks.

In addition to acquiring hydrologie information, the
postdetonation studies were intended to provide data on
radionuclide distribytion in the cavity and to allow
eatimation of radionuciide concentrations in cavity
water which would be useful for improving predictions
of poasible contamination hazards associated with un-
derground nuclear testing in a saturated zone, Unfor-
tunately, conditions under which samples were ob-
tained for anaivsis were less than ideal, and the stated
goalz were not reached in every respect; nevertheleas,
vailuable data useful for understanding the movement
and chemical behavior of radionuclides were obtained.

Amchitka Isiand is the southernmost and largesat is-
land of the Rat Island group, part of a chain of islands
extending from the Alaskan Peninsula and forming the
southern boundary of the Bering Sea (fig. 1). The
humid climate contributes to a nearly saturated subsur-
face environment, composed entirely of voleanie rocks,

m
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HYDROLOGIC PROCESSES AND RADIONUCLIDE DISTRIBUTION. AMCHITKA ISLAND, ALASKA

which are gently southeastward dipping andesite lava
flows and breccias and basaits (Carr and Quinlivan.
1969), Both the surface hydrologic system in the
vicinity of the site of Cannikin 8GZ (surface ground-
zero} (W. C. Ballance, written commun., 1975) and the
subsurface system have been investigated in detail (W
W. Dudley, Jr., written commun., 1971; Ballance, 1970,
1972). Both perennial and ephemeral lakes and
streams are common on Amchitka, but the most signifi-
cant surface hydrologie feature in the vicinity of Can-
nikin SGZ is White Alice Creek. After detonation of the
device (zerc time) another significant feature ap-
peared: Cannikin Lake (fig. 2).

The undisturbed subsurface hydrologic svstem in-
cluded four main zones of different horizontal hydraulic
conductivity, Hydraulic and water-quality data from
the subsurface environment around the Cannikin site
indicated that a low vertical hydrauiic conductivity was
also present prior to the detonation of the nuclear
device. Little vertical flow was indicated. as there was
tittle change in hydraulic potential with depth below
the uppermost zone of hydraulic conductivity (Ballance.
1972) and only gradual increaszes in salinity with depth
{Fengke, 1972), Whether this iz due to low vertical hy-
draulic conductivity or mereiy a consequence of a low
vertical hydraulic gradient is not certain, but the nearly
horizontal bedding and differences in horizontal hy-
draulic conductivities of the volcanic rocks comprising
the geologic framework around the Cannikin site favor
the former explanation.

The discussion that follows begins with the hy-
drologic processes believed to have occurred after
detonation and then moves to an examination of water-
quality changes in both stable and radioactive species.
Care has been taken to place qualifications on the data
obtained and to reach only those conclusions that seem
warranted in light of the indicated constraints

HYDROLOGIC PROCESSES IN THE
CANNIKIN CAVITY AND CHIMNEY

Description of the hydrologic processes occurring in
the cavity and chimney regions was an area of major
importance in the investigation summarized by this
report. The approach was to postulate a series of events
and processes that fits the existing data (within the
limits of accuracy of those data), both spatiaily and
temporally. [t was not certain at the outset that a uni-
que solution to the problem would be obtained; however,
it appears that for a given set of values for certain key
parameters, a specific series of events must be postul-
ated. A description of these avents follows.

|
|
L
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EVENTS OCCURRING PRIOR, TO
AND FOLLOWING CONDENSATION
OF STEAM IN THE CANNIKIN CAVITY

Upon underground detonation of a nuclear device
designed for containment, the rock melts and vapor-
izes: an underground cavity is formed: and shattering
of rock surrounding the cavity occurs in a region about
two cavity radii from the emplacement point of the
device (WP). The region of shattered rock is ealled the
shock zone, (See, for exampie, Higging and Butkovich,
1967.)

The cross sections of the Cannikin cavity and
chimney shown on plate 1 are in the vertical plane
A—A', whose intersection with the land surface is
shown in figure 2. The location of the drill hole was
determined by directional logging and is projected onto
the plane 4 -4’

The series of cross sections on plate 1 depict condi-
tions at 13 points i time during the history of the Can-
nikin site, starting immediately {1 minute) after.
detonauon and continwng until the zite was aban-
doned,

Although the sequence of events depicted on plate 1
would be similar for any underground nuclear explosiott
in a saturated medium, the timing and quantitative
aspects of the events in the sequence are dependent on
the hydraulic and physical properties of the medium.
Thus, values for certain key parameters must be postul-
ated in order to produce the sequence of eventa depicted
on piate 1.

One of the key parameters affecting the hydraulic
histery of a nuclear explogion cavity iy the day on which
steam beging to condense in the cavity. The data pres-
ented and the interpretations developed in following
section of this report are consistent with the hypothesis

" that steam 1n the hot cavity region began to condenae
60 days after zero time. The reasons for selection of this

value for the day of condensation will be developed in
the succeeding discussion. The actual dimensions of the
cavity are classified national-sec¢urity information. For
purposes of scaling on plate 1 and of calcuiating derived
values. such as the water level in the chimney, the
cavity racdius is chosen ag R, = 1.34; this is one of a
range of cavity radii considered in subsequent sections
of this report and is 34 percent greater than the
smallest cavity considered, which waa arbitrarily
assigned to 2 value R, = 1.00,

Plate I 4 shows the hydrologic system about 1 minuter
after detonation (zero time). The cavity has reached its
maximum size and is filled mainly with steam released
from the meited rock. This steam is at high tem-
perature. and the pressure rapidly approaches a value
approximating lithostatic pressure. Some raising of the
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HYDROLOGIC PROCESSES AND RADIONUCLIDE DISTRIBUTION, AMCHITEA [SLAND, ALASKA

ground aurface has occurred, and water in lakes and
streams has been thrown inte the air.

By day 2 since zero time (pl, 15), the pressure in the
cavity has dropped sufficiently to allow overburden
material to fall into the cavity, creating a rubble
chimney between the cavity and the surface and a col-
lapse =sink at the surface. The collapse sink was sur-
veyed by Holmes and Narver, Inc.. and its volume deter-

mined by comparison of present with previous topogra- |

phy. See Merritt (1973) and Morris (1873). The coilapse
sink intercepted nearly all surface drainage in the
White Alice Creek basin, and the formation of the
chimney allowed inflow from the four aquifers indi-
cated by increasing vertical conductivity in the
chimneyv. [t is hypothesized that flow into the cavity is
retarded at this stage by the presence of a region con-
taining water as both liquid and vapor. The vapor tends
to rize and to be condensed by coecler, saturated rock
above: the liguid front will tend to move downward in
response to increasing head (remember that water is
continuallv accumulating above this iiquid-vapor inter-
face in the chimney from both surface and subsurface
sources), but this water will encounter rock and water
vapor at higher temperature, resulting in further
vaporization, Mass tranafer of water into the cavity
region is thus retarded. Another mechanism that may
contribute to flow retardation is the lowered conduc-
tivity to water in the two-phase region, if conduetivity
relationships are similar to those observed in natural-
gas reservoirs, (See, for example, Pirson, 1958.) These
systems exhibit conductivity minimums under two-
phase conditions; conductivities to the liquid phase
have been observed that are more than sne order of
magnitude lower than those for either liquid alone or
gas alone,

When temperatures in the cavity region have been
sufficiently lowered, downward-percolating water no
ionger vaporizes. and the water front can move down-
ward under singie-phase flow conditions.

The above hypothesis is reinforced by a comparison
of dirgramas on plate 1 which show the declining water
levels measured in the drill stem on days 60, 67, 70, 90
and 100 since zero time, Therefore, the day on which
condensation began was assumed to be day 60, Condi-
tions postulated for day 60 are shown on plate 1C. The
reentry hole (UA =1 —P1) has penetrated the chimney,
and the composite water level measured in the drill
stem is indicated. Using methods discussed later in this
report to calculate inflow to the chimney, assuming
retardation of flow into the cavity region, the caleulated
water levei in the chimney on day 60 is aiso shown on
ptate 1. If condensation in the cavity now ocecurs and if
the vertical hydraulic conductivity throughout the bulk
of the chimney is fairly high (at least as high as the

D3

horizontal hydraulic conductivity of the contributing
aquifers — about 0.3 to 3 ft/d or 0.1 to 1 m/d), the ac-
cumulated water begins to flow into the cavity, By day
70 (pl. 1E) the drill hole has advanced about 1000 ft
(330 m», and the eomposite water level measured in the
drill stem has dropped about 2600 ft (790 m). On day
100 fpl. 143 the reentry hole is near completion, and
the composite water level in the drill stem is lower than
on day 70. Assuming that the composite water level in
the drill stem is representative and indicative of near-
saturated conditions in the chituney, a significant
change in chimney conditions has occurred hetween
days 60 and 100, which corroborates the hypothesia of
flow retardation prior to condensation,

On day 106 (pl. LA the reentry hole is completed,
logged. and perforated, the water level having declined
approximately an additional 400 ft (120 m) sinee day
100. The pressure indicated by the water level in the
drill stermn at the perforated interval A is primanly the
sum of the water-vapor pressure at the prevailing tem-
perature of the measurine point pius the true hydraulic
head.

Figure 3 shows an approximate temperature history
of the cavity region. Unfortunately, only a few tem-
perature measurements were made, and some of these
were discarded as not valid because of hole condi-
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tions — for example, as a result of the addition of water
to the drill stem. The two temperature measurements
plotted in figure 3 are thought to be representative of
conditions in the vicinity of the pressure measuring
point, interval A (pl. 1.5).

Becanse water-ievel measurements made in the drill
stem represented total pressure in the cavity (that is.
steam presswre plus head of water in chimney above
the cavity), they were corrected by subtracting the
waler-vapor pressure to arrive at the actual water level
in the chimney. Changes in water-vapor pressure with
time were determined using the temperature curve in
figure 3. The resuiting hydraulic heads (corrected
water leveis) are plotted in figure 4, which shows the
true rise in water level in the chimney in reiation to the
various contributing aquifers. An anaiysis of these data
to determine the porosity (created by the nuclear explo-
sion) distribution in the chimney is presented later 1
this report.

By about day 245 (pl. 1[). there is a cessation of
water-level rise in the drill stem, indicating plugging of
the perforations. Surging of the water in the hole dur-
ing additional perforating and sampling operations on
or about day 264 canged an abrupt rise 1n water level of
about 220 ft (67 m),

The next significant event in chimney-infill history
is the filling of Cannikin Lake, which began about day
288 {(pl. 1K) and ended about day 383 (pl. 1L}, as evi-
denced by resumption of normal flow in White Alice
Creek,

Plate 1 Millustrates conditions in the chimney region
on day 543 just before abandonment and plugging of
the reentry hole in May 1973. The water level in the
chimney has changed only slightly since day 383 and is
atill below the level prior to Cannikin. What, then. can
be predicted about the behavior of the chimney flow
system when steady.state has been reached? Among
the varipus contributing aquifers there is a difference
in potential of a2 much as 11 ft (3.3 m) (Ballance, 1972,
p. 30), and. because on day 543 the water level in the
chimney waa still 23 ft (7.0 m) below the potential of
even the lowes:t of these, it can further be asserted that
no inter-aquifer flow was taking place. It would be
reasonable to predict that when chimney water levels
rise another 23 ft (7.0 m). flow from aquifers with high-
er-potential to aguifers with lower potential will begin.
On the basis of the rate of chimney.-water-level rise
measured from days 513 to 543. the new flow pattern
would commence on about day 715. The aquifers of
lowest measured potential (Ballance, 1970, 1972) are1n
the cavity region, but they are the zones, although
classified ag aquifers in this report. that have the lowest
transmissivitiea. This, coupled with the smail potental

HYDROLOGY OF NUCLEAR TEST SITES

differences expected (less than 11 ft or 3.3 m) should
result in minimal flow. One additional factor needs to
be considered, however. Since creation of a rubble
chimney hag presumably greatly increased the vertieal
hydraulic conductivity over that existing in the un-
disturbed system, the effect of surface water contribu-
tion to the chimney must be assessed. Temperature loga
and spinner surveys (surveys to indicate direction and
amount of water flowing vertically in an open or cased
hole) made in the drill stem at various times indicate
that the reentry hole is acting as a recharge path from
near ground surface to the cavity region. The ground
surface i3 163 1t (50 m) above the static water level of
the aquifer with the highest potential considered

¢ (aquifer 1¥; thus. the effective hydraulic potential be-

tween the ground surface and the aquifers in the cavity
region may be as much as 163 ft (50 m) greater than
the potential differences among the aquifers them-
selves, The ultimate effect of this modified hydroiogic
system on radionuclide transport cannot be estimated,
as much of the flow in the system may be diverted to
agquifers above the zone of major radicactive con-
LAMNALION,

Significant downward flow from the uppermost per-
foranions to at least below the lowermost perforations
{perforations made in July 1972) was observed in the
drill stem prior to and at the time of abandonment of
the reentry hole. Since the aquifer head relationships
were such that no such flow should occur, an explana-
tion is warranted. Two explanations follow; whether
either or both are correct cannot be determined with
certainty, The first explanation is that the effective
storage capacity of the cavity region increases as the
water temperature decreases. For example, a decrease
in absolute temperature of 1 K (at the approximate
temperature of the cavity on day 260 of 360 K) results

cin a fractional decrease in water volume of 2 x 10+

whereas the agquifer matrix undergoes an estimated
decrease of about 4 x 10-% (both values estimated from
Hodgman. 1957}, If a given amount of heat is transfer-
red from a region of saturated higher porosity to a
region of saturated lower poresity, as might occur from
the water -filled cavity to the surrounding aquifer, a net
in¢rease in storage results in the region of higher
porosity. and water flows toward that region.

The second possible expilanation is that the cavity
contains subregions of low-permeability void which are
only slowly being saturated. relegating the assumption
of complete saturation of the cavity and near-satura-
tion of the chimney by day 260 to that of an approxima-

- tion. The actual situation is most likely & combination

|

of these two mechanisms, but their relative importance

f s ot knowmn.
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DETERMINATION OF THE DISTRIBUTION
OF CHIMNEY POROSITY CREATED BY
THE CANNIKIN EVENT

The vertical distribution of porosity in the rubble
chimney created by the collapse of the subsurface ex.
plosion cavity is determined by the rate of rise of waver
level in the chimney. Required information includes the
rate of inflow from all scurces vielding water to the
cavity and chimney, the dimensions of the chimney,
and the variations in the rate of rise of true water level
in the chimney.

Determination of the rate of inflow from all sources
requires that the aquifer characteristics be known. In-
formation on aquifer characteriatics was obtained from
hydraulic-test data published by Ballance (1970, 1972)
and analyzed by W. W, Dudley, Jr. (written commun.,
1970; table 1), to determine transmissivity, storage
coefficient, porosity, and hydraulic conductivity. The
buik of the data is from UAE -1, a hole northeast of the
emplacement hole UA -1 (fig. 2). Since ume-dependent
inflow from all contributing aquifers was desired, the
total inflow time from ¢ = 0 (zero time) to ¢t = 260 days
was broken up into discrete intervals of varying length,
small time intervais near day zero and incressing in
length as ¢ approached day 260, For each of these time
intervals a conatant drawdown (the mean of the actual
drawdown range during the time interval) for each
aguifer was assumed, and the method of Hantush
{1959), as modified by Dudley (1970}, was used to com-
pute inflow rates. In order to determine these inflows
accurately, the effective radius of the chimney, Ropyy 15
required. For the assumed right-circular-cylinder con-
figuration of the chimney, the cavity radius approx-
imstely equals the chimney radius. The measured
radius of the cavity and related dimensions for the Can-
nikin event are classified information, so a range of
values was chosen for computational purposes. See the
section entitled “Caleulation of Cavity Radius for the
Cannikin Event” for caleulations relating relative radii
(R_) to absolute radii (R) using unclassified data. All

TABLE 1. = Summary of kydraulic data obtained in hole (JAE—-I,
Amchitka bland, Alaska

Intoryel wared

distanes nbove Thickness

arhurary of interval Trama.

rubsurfacy darim Lnictabet} manaprily Agqurler Storaee
m} umi mé A Rid cop|Flgiane

1635.7 -1 r;ggg 'zlgg 5.8 1 1x10™
1363.8 —1336. . 30 " "
1171811536 18.3 61 2 3x10
788.3- 7345.8 30.5 3.0 JA B xi0™
591.3 - 542.5 488 5
541.0- 4809 60.1 25
478.1 - 4675 11.6 20 iB 6 x 10
478.7= 3980 787 52
3986~ 333.2 60.4 32
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these radii were reiated to the smallest chosen
(R,. =1.00) by a stmple ratio: thus, R _ =1.17 indicates
that this specified cavity radius is 1.17 times as large as
the smallest one chosen for anaiysis.

So that a unique solution to the Cannikin hydrologic
history can be cbtained, the exact subsurface void
volume (Vi mop must be known. This volume is
defined as the difference between the initial cavity void
prior to collapse ( V. = */yw R assuming sphericity) and
the void expressed as a surface subsidence (Vyyy.
Because measurements of cavity voida are classified,
only relative volumes are used in this report, (See
“Calculation of Cavity Radius for the Cannikin Event”
section for method of calculating R, using published
data. ) [t will be shown that a fairly wide range of values
for R and V. yield a rather narrow range of values for
chimney poresities and result in porosity distributions
which are virtually invariant.

An assumption made in the inflow analysis, which
has been previously discussed, is that flow into the
cavity region is severely retarded prior to steam con-
densation. Thus, infill is composed of two sequential
events: initially, chimney filling progresses to day of
condensation (D), the accunulated chimney infil] then
flowing into the cavity region; and secondly, chimney
filling begins anew and continues smoothly until the
chimney is nearly (95 percent) filled — chosen in this
analysia arbitrarily as day 260. Because the total inflow
to the system is dependent on the value chosen for the
day of condensation as well as aquifer properties and
chimney rading. a time-dependent matrix of values
results for each set of chosen parameters. An example
of the time variation of daily contributions from each
aquifer (and surface water} and their sumrmed con-
tribution for D. =60 and B, = 1.34 is shown in figure
5.

Onee a set of daily flows tsuch as in fig. 5} was deter-
mined for several paired values of R, and D, each was
fitted to portions of the actual infill curve (fig. 4) to
determine chimney porosity distribution as follows, The
infill curve waa broken up into subregions of approx-
imately linear filling rate: these subregions are indi-
cated by the straight-line segments superimposed on
the infill curve of figure 4. Each segment is charac-
terized by an initial {subscript i} and final {subscript /
valye for both day (D, D} and water level (h, k).
Associated with the interval [.to D.is a volume of
water inflow (g,) required to saturate the volume of
. chimnev of porosity n represented by the water.level
| rige 1A, -k} Thus.
| ' a,

ne — - —

Each of the snbregions were treated in this manner for
euch paired value of R,.and D,.. The subregions were
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then expanded slightly to the regions (indicated by
Roman numerals in fig. 4} and the porosity value ob-
tained for the subregion then applied to the entre
region, to inciude the entire height of chimney repre-
sented by measured water levels. Various values for D,
were chosen for each of several R 's and some of the
results plotted in figure 6. Not all the caleulated values
are plotted, inasmuch as the effects of varying cavity
size and day of condensation are well illustrated by
using only some of the computed data. The greatest
effect on absolute porosity is brought about by varia-
tions in cavity size and, consequently, chimney size; for
example, an increase in subsurface void volume of 170
percent B, =100 to R = 1.40) tesults in a relative
deererse in calculated overall porosity of about 45 per-
cent throughout the chimpey. The effect of an error in
choice of D,.is siight; an error of 40 days produces an
absolute error of only about 0.01 in the paorosity at
chimney top and bottom and a negligible error in
chimney mid-region porosity estimates.

The total flow into the chimney must fill the available
void volume — no more, ng less. Figure 7 illustrates the
effect of varying cavity size and day of condensation on
the fraction of void filled by day 260, Day 260 has been
arbitrarily chosen as representing completely filled
conditions, even though only 95 percent of theoretically
fillable chimney haa been saturated as indicated by
water-level data in figure 4. The vaiue 1.0 on the ordi-
nate represents a completely filled (by day 260)
chimney. Referring to figure 5, note that shifting the
day of condensation to smaller valuesa (earlier times;
would result in lower tota] flow to a chimney of given
size; R_= Rpy;=1.34in this example. In figure 7, for
R_=1.00, no O, day of steam condensation in the
cavity, can be chosen which will generate little enough
flow to do anything but overfill the available subsurface
void in the allotted filling vume. If the subsurface void
volume iz determined by assuming a spherical cavity
(whose radius is determined by the measured radius of
the lower hemisphere) and subtracting the sink
volume, and if the aquifer characteristics and infill data
that were used in making the calculations are correct,
only irrationai resuits are obtained. Uncertainties in
both cavity geometry (the cavity may not be spherical,
and the void produced may actuaily be greater than
that calculated assuming sphericity} and in collapse-
sink volume (surveying errors) proguce uncertainty in
any determination of the subsurface void. and prevent
the condition of total inflow by day 260 (Q?26%) equals
Viupsse from being met. This condition must be

satiafied for an exact determination of the expiosion- -
produced chimney porosity distribution. Pressure and |

temperature data prior to day 106, if avaiiable, would
allow independent determination of day of condensa-
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FiauRe 7. — Effect of cavity size and time of condensation on frac.
tion of subsurface void volume filled by day 260.

tion rather than reliance on inference (D). =60) from
water-level data as previoualy diseussed. {See p. D5.)

On the assumption that the D. =60 estimate is cor-
rect, interpolation between the curves £ = 1.30 and
K., =1.40in figure 7 to obtain a curve which would in-
tersect Q?GB/IVSUBSFC =1lat DC =60 y'lEldS an Rrr =1.34.
Figure 8 shows the resuitant chimney porosity distribu-
tion, about 10 percent near the bottom to about 4 per-
cent near the top, This calculated porosity distribution
is very different from that assumed by Fenske (1972) in
his prediction of Cannikin chimney infill — {} percent at
the bottom, rising linearly to 14 percent at the top, In
the only other published determination of rubble-
chimney porosity, Garber (1971) reported a porosity
range of about 7 percent near the bottom of the
chimney to about 2 percent at a point about 200 ft (61
m) above the chimney bottom. The nuclear device was
detonated at a point less than half the depth of Can-
nikin, in =zeolitized tuff, and Garber's method of
analysis consisted of comparing the volume of water
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Fietihe 5. — Poromty distribution in the Cannikin chimney for
R"_ = 1.34 and DC’ =60,

removed during a pumping test with the observed inter-
ruptton 1n water-level rige resulting from infill.

HEAT DISTRIBUTION IN
THE CANNIKIN CAVITY

The heat generated by the approximately 5 megaton
TNT-equivalent Cannikin explosion was caleulated by
the method of Heckman (1964) to be 5 x 10! calories
(cal). Assuming the heat to be distributed among the
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various infill materials by day 100, estimates of heat
capacity (Hodgman. 1957) were combined with
published values for before-detonation rock bulk den-
sity and porosity (Lee and Gard, 1971) and the tem-
perature from figure 3 to produce the following results
for the system R . = 1.34 and D . = 60.

1. Heat required to raise temperature of rock meited
by explosion from ambient to temperature of
cavity region on day 100, AH, = 7.1 x 10* cal.

2, Heat required to raise temperature of water con-
taitned in rock melted from ambient,
A, =56 x 1017 cal.

3. Heat required to raise temperature of water 1nfill to
cavity region (estimated) by day 100,
AH, = 2.0 x 1015 cal.

4. Heat required to raise temperature of saturated
rock infill generated by collapse of shock zone
above cavity into cavity, AH, = 2.5 » 10'% cal.

Total heat required to raise cavity region contents to
estimated cunditions on day 100 is

4

.Ei AH. =5 x 1015,

I o=
The agreement with the amount of heat produced is
probably fortuitous, inasmuch as fairly large errors are
possibie in all of the estimates and a 20 percent error
would still be considered a good estimate: nevertheless.
the implication that about 40 percent of the energy ap-
pears to be deposited in infilling water {AH,) and 50
percent in collapsing saturated rock (AH,) is probably
valid. The remaining 10 percent 1s found in AH, and
AH, above.

Note that no caloric term has been included to repre.
sent conduction of heat away from the cavity region.
Preliminary calculations made by the author indicate
that such 2 conduction process is very slow and that an
assumption of adiabatic conditions for the cavity is
probably a good approximation. The heat balance. of
course, tends to confirm this hvpothesis,

Furthermare, and perhaps most important. the heat
balance corroborates the hypotheses made concerming
hydraulic events which occurred prior to day 100. The
inflow to the cavity calculated in conformance with
these hypotheses was used in determining AH,, a major
fraction of the total heat in the cavity. Lurge variations
in the hydraulic properties of the system, the day of
condensation, or the cavity radius would tend to offset
the previously indicated agreement.

o
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WATER QUALITY OF THE
CANNIKIN-PERTURBED HYDROLOGIC
SYSTEM

GENERAL DISCUSSION OF QUALITY OF THE
WATER SAMPLES OBTAINED FROM UA-1-P1

All water samples from UA =1 -P1 were obtained
with a thief sampler —that is, the sampling device was
lowered to the desired level in the hole, ports were
opened to allow water to enter, ports closed, and the
device ratsed to land surface. Use of this method pro-
vided water samples from the drill stem, presumed to be
representative of water in the cavity/chimney region.
Surmng with nitrogen or air was done prior to some of
the sampiing to increase the probability that drill-stem
samples would contain a large proportion of formation
water. Az wea shall see, the method of hole sompletion
played a dominant role in the analytical results from
samples obtained through thief sampiing of UA -1 ~P1,

RESULTS FROM EARLY SAMPLING,
FEBRUARY AND JULY 1972

The first sample retrieved from the hole was on
February 20, 1972 {day 106). The postulated ¢ondition
of the chimney region at that time is indicated on plate
1H and the analytical results are in table 2. Between
February 20, 1972, and April 10, 1972 (day 156), at
least 12 700 gal (48 m®) of water of unknown composi-
tion. but probably from Constantine Spring, had been
poured down the drill stem. From this date to July 15,
1972 (day 251), the hole remained undisturbed, water
entering the perforations at zone A and raising the col-
umn of water which occupied the drill stem on day 156.
The postulated conditions in the chimney region and
the drill stem on day 251 are illustrated on plate 1./
Sources of samples taken from variouz points in the
drill stem on days 252 through 255 are shown on plate
1./ also. Since the bottom of the introduced-water col-
umn represented water residing opposite zone A on day
156, all water in the drill stem below thiz point repre-
sented water entering zone A on a later date, the exact
date being determined by the rate of water-level rise as
shown 1n figure 4, By comparing the sampling depths
with the water-level data, approximate values were ob-
tained for the dates each sample entered the drill stem
at zone A, and, thus, these samples became an estimate
of water quality in the cavity in the vicinity of zone A on
those dates,

Because it was suspected that the addition of foreign
water prior to day 156 might contaminate subsequernt
samples. the July sample results were examined for in-
dieations of dilution by Constantine Spring water (table
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Tapie 2. — Chemieal and radiochemical analyses of samples from UA —1-P1 collected from February to July 1972
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3), the most probable source of the foreign water. Un-
fortunately, only lithium and dissolved solids values are
available for comparisen of the July samples with Cons-
tantine Spring. This is insufficient for a positive evalua-
tion. However. the sample collected about 160 ft (49 m)
below the bottam of the introduced-water column (pl.
1) econtains more than eight times the dissolved solids,
has more than an order of magnitude greater lithium
content than Constantine Spring, and has the highest
dissolved-solids content of the suite of samples collected
which indicates little contamination.

Although the July 1972 samples from UA-1-P1
identified in table 2 represent the earliest samples col-
lected, they were in fact collected rather late in the
chimney-filling proceas. (Bee pl. 1H [ J) During the
period of chimney-filling history represented by these
samples the major portion of the chimney is being
filled, the cavity region contains water representative
of a prior accumulation in the chimnev which has
drained into the cavity region following steam conden-
sation. It is interesting that none of the sampies ap-
proach formation water expected at the depth of zone A
(aguifer 3B). (See table 3 for anaiyses of water from
this aquifer.) Two of the samples have dissclved solids
and lithium values which are similar to those of
aquifers 1 and 2 (table 3), and one sample is lower 1n
dissolved solids than any permanent body of surface
water listed in table 3. This latter sample is believed to
be composed of a large percentage of condensed steam

these samples not have a composition more nearly that
of the contributing aquifers? The following discussion
is offered as explanation.

LOCALIZED FLOW NEAR THE
UA-1-¢! DRILL HOLE

Figure 9 shows three temperature profiles in
UA -1 -P1 and their relation to hole construction. The
predetonation natural thermal gradient, as measured
in hole UA —~1 after a long period of equilibration, is alao
shown for comparison. Profiles above the top of cement
holding the 13%s-in. (340-mm) casing are well below
normai: in fact. they are very close to the mean annual
surface temperature of Amchitka of 40°F (4°C)
iGonzalez and Wollitz, 1972), indicating the source of
flow during the annulus between the drilled hole and
casing is of shallow origin. Between the top of the upper
and the bottom of the lower cemented intervals flow is
restricted sufficiently to allow the temperature to ap-
proach normal: below the bottom of the §4/s-in. (240-
mm!) casing sighificant flow resumes, and the tem-
perature is subnormal until the cavity region is
reached. Here. the curves begin to differ significantly
from each other. The April 9 log 13 lower in temperature
than one made 101 davs later (July 20). This is beiieved
to be caused by the introduced water discussed above.
The log of July 20. made prior to perforating intervals B
through F. is taken as representative of average cavity
temperatures. The slight pradient reversals are proba-

from the cavity — note its high radieactivity. Why do | bly caused by regions of higher than average fracture



D14

HYDROLOGGY OF WUCLEAR TEST SITES

TABLE 3. — Chemical and radiochemical angivees of samples collected at selected locaiions on Amchitha sland, Algska
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",Auuue of 17 semplea collected from Oxtobar 19464 to July 1972
Avarage of 3 sampie eollecied from August [967 to Apni 1972

conductivity. The log of July 27 shows the effect of per-
forating the five intervalz above zone A. The local hy-
draulic conditions in the vicinity of the driil stem
affected the composition of subsequent samples. We
shall see just how in the discussion of samples obtained
during perforating operations and during later sam-
pling episodes.

INTERPRETATION OF VERTICAL
MSTRIBUTION OF WATER QUALITY
IN THE CANNIKIN CAVITY

Samples from intervals B through F ftable 2) were
first obtained immediately after sequential perforating
and surging. The sequence of perforating was from the
lowest interval (B} to the highest (F). Since the hy-
draulic potential decreased slightly with depth. it was
slightly higher in each zone perforated than in those
perforated previously: therefore. water sampled after
perforating should have been that which had just en-
tered the drill stem,

In order to assess the effectiveness of syrging in in-
dueing water from outside to enter the drill stem, fresh
water to which lithium chloride had been added as a
tracer was introduced into the drill stem 1n an amount
slightly more than necessary to displace the water

already present. This tracer was added just prior to per-
forating zones B through F. The dawa n table 2 associ- |
ated with the designated zones B through F uare the !

QAHI‘II! of 4 namples,

%, Esumated from specifictondustanss qace.

resuits of sampiing after perforating each zone and
surging. The sample from zone B was the most contami-
nated (contained 38 percent tracer water), and the
sample from zone F. the least (contained 4 percent
tracer watert. All the raw data were corrected when
possible for tracer-water contamination: these cor-
rected results are included in parentheses in the tables,
The sampies from zones D and F are high in dissoived
solids and in radioactivity, but are from zones showing
low gamma actrvities on the gamma |og. 1See fig, 10 for
the results obtained from gamma-logging and their
relation to the perforated intervais. zones B through F.)
The samples from zones ¢ and E are very low in dis-
solved solids and contain considerably less radicactivity
hut are from tones which logged high in gamma ac-
tivitv. The sample from zone B is both high in radioac-
tivity and from a zone of high gamma activity, Keeping
in mind that the drill hole changed the local hydrelogic
conditions. tt is reasonable to postulate that the zoneas of
highest gamma activity are the zones of greatest hy-
draulic conductivity (note slight temperature reversals
at zones B and C on the temperature log), having car-
rted considerable radipactive water during infill and,
singe driiling of the rcentry hole, carried major
amounts of near-surface-source water flowing along
the route penetrated by the hole, The result is that ra.
dionuclides have been deposited on the surfaces of
these hvdrauwicallv conductive routes during the infill

i
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process: the carrier soiutions have subsequently been
flushed by the water flowing near the reentry hole.
which has resulted in fresh water of low radiocactivity in
zones of high gamma activity. Conversely, the zones ex-
hibiting low gamma activity still contain water of ap.
proximate cavity-infill water dissolved solids and

radisactivity but have not accumulated gamma activity
over and above that of infill water composition, owing to
relativelv restricted flow conditions. Radioactivity is
antieipated to increase with depth in the cavity region
because of leaching by downward percolating of infill
water; therefore, it is not surprising that the lowest
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zone (B} shows sufficient radicactivity to overshadow
the above effects.

Three additiona] visits to the UA -1 —P1 site were
made and samples thiefed from the drill stem both
before and after surging. These will first be discuszed
separately,

RESULTS FROM THE QCTOBER 1972 SAMPLING

The samples obtained from points above zone B prior
to surging (October 13-15, 1972) are generally more
saline than those obtained after surging (October
18-19, 1972). The data are shown in table 4. The tem-
perature log made prior to sampling (identieal to the
July 27, 1972, log in fig. 9) indicated downward flow in
the vicinity of the drill stem. However, the analytical
results show little or no flow in the drill stem above
zone B, suggesting that the downward flow was outside
of the drill stem and that the perforations in zones C
through F were plugged. The analytical resuits of post-
gurging samples confirm this hypothesis as neariy all
samples decrease in disscived- and radioactive-consti-
tuent concentration. Zone D is the exception, and will
be discussed iater. (See below))

RESULTS FROM THE JANUARY 1973 SAMPLING

The analytical results from aamples collected during
January 1973 are found in table 5. Once again, the sam-
ples obtained before surging (January 1718, 1973) are
different from those obtained after surging (January
21 -22. 1973}, but the differences are less pronounced.
The post-surging results from zone D display behavior
similar to that of the October 1972 sampling — that is,
a less pronounced decresse in dissolved solida and
radioactivity than observed at other zones. Zone D prob-
ably is producing water from a region outside the drill

e

hole in conjunction with fresher water flowing down
the drill hole from above. This fresher water enters
zones E and F, flows down the drill stem and mixes with
the more saline (and more radicactive) water entering
at zone D. The same fresh water entering zones Eand F
in apparently available for entry at zones B and C. A
FLO-PAK! log {(cssentially a flowmeter survey to deter-
mine quantity of water flowing vertically in a hole} pro-
duced the data shown in figure i1. These resuits, ob-
tained after surging, show anly a amall contribution to

' The wse ol wny Brahd ey h LRLL MPAET s for dentificaiion purposss only and does not
imply endoreeent by the U5 Ceolomeal Survey,
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TABLE & — Chemical and radicchemical analyses of samples from UA - | -P1 collected January 1973
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HYDROLOGIC PROCESSES AND RADIONUCLIDE DISTRIBUTION, AMCHITKA ISLAND, ALASKA

vertical flow in the driil stem from zone F (legs than 1
percent), about 31 percent of the total flow is con-
tributed by zone E, 55 percent by zone D, and an addi-
tional 14 percent by zone C. Zane B does not seem 1o
contribute, and may actually be an exit point for, some
of the water flowing down the drill stem.

The perforations in the drill stem apparently became
plugged between October 1972 and January 1973, but
perhaps not as severely as before the October 1972
sampling.

RESULTS FROM THE MAY 1973 SAMPLING

The differences between presurging (May 2 -4, 1973)
and postsurging (May 8-9, 1973) sampies. reported in
table 8. are again evident, but to 2 leaser degree than in
any of the previous sampling episodes. The downhole
flow pattern is evident, as before, from temperature
and FLO-PAK logs (not illustrated but virrually identi-
cal to the July 27, 1972, temperature log illustrated in
figure 9 and the FLO.-PAK log in figure 11) and zone D
still contributes the most galine and radisactive water,

Figure 12 shows the relationship berween dissolved
solids and tritium concentration for samples obtained
from zones B through F during the July 1972, October
1972, January 1973, and May 1973 samplings.
Although there iz considerable scatter in the data, two
relationships are evident — (1) samples with higher
dissolved-soiids values generaily have higher tritium
radioactivities, and (2} the range of dissoived-solids
values (and, therefore, radioactivities) decreases from
QOctaber 1972 to May 1973. This 1a eonsistent with the
hypothesis that the cavity region was initially filled
mainiy by formation water from aquifers 3B, 3A, 2, and
1, which have dissolved-solids values in the range 1500
to 4500 mg/L. Thiz water, which would be expected to
contain the major amount of radioactivity (ighorng the

probiems associated with condensed steam estimated to
account for about 3 percent of total cavity water), 15

being diluted by near.surface water which ts being
recharged to the cavity region by way of the UA -1 ~P1
driil hofe. As this procegs continues, some mixing of the
native and recharged waters is expected and confirmed
by the decreasing range in dissolved-solids and radicac-
tivity values from October 1972 to May 1973, A second
phenomenaon is occurring concurrently with mixing: the
reaction of freshly recharged water with the subsurface
aquifer matrix. A more detailed discnasion of these pro-
cesses follows the description of the natural water
quality in the vicinity of the Cannikin site (See p. D19
D21,

WATER QUALITY AS A
DESCRIPTOR OF THE FLOW SYSTEM

To better explain changes observed in the samples
from UA =1 -P1, an attempt was made to define the
chemical changes accompanying eveolution of ground-

D19

water compogition in the vicinity of the Cannikin site,
in the belief that an understanding of the natural
system would lead to an understanding of the parturbed
ZyStem.

From published data (Beetem and others, 1971;
Schroder and Ballance, 1873) and unpublished data in
US. Geological Survey files at Denver, Colo., it was
determined that waters from surface, shallow subsur-
face, and deep subsurface svstems coojd be dis-
tinguished from each other most easily by their respec-
tive total dissoived-solids content and sodiym ion to
chloride ion ratios (Na/CD. Resuits of plotting data ob-
tained from those systems and from the Cannikin
chimney and cavity during the several sampling
episodes are shown in figure 13. Analytical data for
samples from these sites used in conatructing figure 13
are presented in tables 3 through 6.

Water recharged to shallow aquifers on Amchitka
begins as precipitation: the composition of precipitation
on the island is affected by local eonditions, mainly sea

| spray. Thus. the composition varies considerably from

time to time. depending on local weather conditions,
with high-dissoived-golids precipitation exhibiting
Na/Cl ratios resembling that of sea water. The value
plotted in figure 13 is an average of the Na/Cl ratio of
four samples that were low in dissolved-solids content
and are believed to represent average precipitation.
When precipitation becomes part of the surface-water
syatem, it reacts with the various organic and inorganic
components at and near ground surface. The major
resuit. i2 the increase in sodium ion concentration rela.
tive to chloride ion as the concentration of dissolved
solids increases. The large scatter in data among the
surface-water locations plotted reflects the wide variety
of surface.water environments present on Amchitka. A
very amall fraction of the surface water probably enters
the snallow eround.water svstem (arbitrarily defined
as less than abour 1000 ft or 305 m in depth), but that
which does continues to react with the volcanic-rock
matrix of the hydrologic system, increasing the Na/Cl
ratia further.

The natural vertical hydraulic conductivity between

. the shallow aquifers represented by wells HTH -1 and

HTH -3} and the deeper aquifers (represented by
aquifers 1, 2, and 3B in wells JAE -1 and {JA 1) is ap-
parently very low, resulting in the large diffusion zone
in the Ghyben.Herzberg lens proposed for Amchitka by
Fenske (1972). The location in figure 13 of plots of sam-
ples from these deeper aquifers suggest that these
aquifers are within a very large zone of diffusion (or
mixing} between a hypothetical sea water of present-
day composition and shallow ground water of undeter-
mined composition but probably similar to watera of
wells HTH -1 and HTH -3.

Examination of plotted data for samples obtained
fromm UA-=1-P1 during the three major sampling
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Figuae 12. — Relationship between dissoived-solids content and tzitium activity in sslected sampies from UA -1 -P1,

epinodes of October 1972 and January and May 1973
reveals the effect on water quality of fresh water being
rapidly introduced into the subsurface system {“short.
circuiting” the natural, unperturbed system). It was an-
ticipated that this introduced water would undergo two
phenomena: mixing with water from aquifers 1, 2, and
3 already present in the cavity, and reaction with the
aquifer matrix on its path from near the surface down-
ward to the cavity region. The data generally confirm
the mixing and reaction hypothesia. The bulk of the
data lying close to the poatulated shallow-system reac-

tion ¢oordinate represents a combined subsurface reac-
tion coordinate, paralleling the shallow-systern cootdi-
nate, commbined with mixing of water in various stages
of reaction with native waters (for example, from
aquifers 1, 2. and 3) residing in the cavity region. The
reason for the five samples with Na/Cl ratios below
those of aquifers | through 3 is not certain; possibly,
reactive components in the cavity region produced by
the nuclear explosion have introduced additional
chloride or removed sodium. altering the predetonation
water guality somewhat.
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RADIOACTIVITY IN CAVITY WATER

As previoualy indicated, study of the tables contain-
ing radiochemical data from UA-1-P1 reveals the
general increase in radioactivity with increesed dis-
solved-golida content of the samples. Because of ity 12-
year haif-life, the trittum content seems to correlate
better than gross beta/gamma activity with dissoived.
solids content (the average beta/gamma activity half-
life wag determined and will be discussed later). This
correlation supports the hypothesis that the major infill
to the cavity and chimney was from aquifers 1, 2. and 3
and that, by the timg the perturbation in the flow
syatem caused by the drilling of TJA —1 —P1 occurred. at
least some of the radioactivity produced by the explo-
sion had been distributed throughout the more saline
subsurface water from aquifers 1. 2, and 3 in the cavity
region, A few exceptions to this generalization exist in
data obtained during July 16 =19, 1872, as reported in
table 2. The samples representing water that entered
zone A during the period of days 160 -236 are generaily
higher in radioactivity for a given dissolved-solids con-
tent than those samples obtained later, and represent-
ing later times in the cavity history. Some of the sam-
ples undoubtedly contain condensed steam from the
cavity, which is expected to harbor large amounts of tri-
tium and radionuclides with gaseous precursors — for
example, note that the sample collected at 2230 ft (680
m) on July 17, 1972, has the lowest diasoived solids but
the highest tritium and gross beta/gamma activities.
Once the effect of condensed steam has been minimized
by convective mixing stimulated by the inception of sig-
nificant downward flow at the sampling points (that is,
after July 20, 1972). the relationship between dissolved
solids and radioactivity is simplified, representing com-
binations of nonradioactive fresh water with radioac.
tive water of a salinity roughly comparable to bulk infill
to the cavity and chimney. It was anticipated that a plot
of salinity (as dissolved solids) versus radioactivity, ex-
trapoiated to a salinity value similar to that of aquifer
3B, would result in a reasonable estimate of bulk cavity-
water radioactivity (that is, hydrologic-contaminant
source term), but the acacter of the data was too great
for a reliable extrapolation. It is indeed unfortunate
that samples couid not be obtained by pumping, which
would have thereby minimized the effect of the freah
water introduced through the UA -1 —P1 drill hole.

BETA/GAMMA ACTIVITY AS AN INDICATOR
OF RADIONUCLIDE-SORPTION
DISEQUILIBRIUM

Although the samples collected from the reentry hole
probably were not representative of bulk cavity water.
the radioactivity present in the samples was reasoned
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to be a representative sample of isotopes present in the
aqueous phase but at lower concentration. Thus,
measurements of radioactivity in any given sample
would be an indication of the characteristics possessed
by the true radicactive source water. Because very little
alpha activity was observed in any of the samples and
specific radionuclide analysis was prohibited by cost
and manpower limitations, the changes with time in
the gross beta/gamma activity {except for tritium) were
chosen to describe changes in aqueous-phase radicac-
tivity. Recounting of planchets prepared for gross
beta/gamma analysis and calibrated using cesium-137
yielded changes in radigactive content with time for &
given sample; all such recounts made on samples col-
leeted during a given sampling episode (for example,
October 1972) from lecations at or below zone F
together with the initial counting data and the time in
days which elapsed between the first counting and the
recount were substituted into equation 1 to determine
the average half-life for beta/garmma activity for each
sampie during that period.

t, = -0.693¢ .
© In(A/A)
where

t,.i8 the average half-life, in days, of the beta/-
gamma activity for the time period of interest;

¢ i8 the length, in days, of the time period of in-.
terest: A, is the concentration of radioactivity at
the beginning of the time period:

A 18 the concentration of radioactivity at the end of
the time period,

Some samples were recounted more than once and
others (May 1973) unfortunately were not recounted at
all. Arithmetc averages were computed of all half-lives
determined on samples from a given sampling episode
and plotted versus the day since zero time representing
the midpoint of the first count to zecond count (or sec-
ond count to third count) time period. Curve 4 of figure
14 reaulted from these computations,

A different method of analysis was also undertaken.
Figure 15 shows the gross beta/gamma data resulting
from analyvsis of all samples obtained from below zone F
in UA -1 —P1 during the four major sampling episodes
plotted against the dissolved-solids content. Regreasion
lines were fitted to the data, and the intersection of
those lines with the arbitrarily chosen dissolved-solida
value of 1450 mg/L was determined. Inasmuch as it was
assumed that the samples represented mixtures of
radioactive water of specified disaolved-solida content
with nonradicactive water of alzo specified, but lower,
dissolved-solids content, differences in radioactivity be-
tween samples of given dissolved-aolids content col-
lected on two different dates should have represented




D24

[[=le )

300

Wl B

AVERAGE BETA /GAMMA HALF-LIFE,IN DAYS

00— -
LYn | O —
l- * Data from planchet
B recounting, Curve & -
& Data trom Figure (5,
B Curva B
| 1 !
gDO 400 00 $00

DAYS SINCE ZERO TIME

FIGURE 14. - Companson of changes with time in the average
beta/gamma activity determined by two methods — planchet re-
counting and data-regreamon anslysia,

only radioactive decay. The average half.life of
beta/gamma activity far the three intervais indicated in
figure 15 was computed by using equation 1.

As shorter halflife acuvities deeay o lower con.
centrations, the average halflife of remaining activity
increases, as indicated by the values of ¢, shown mn
figure 15. These values were plotted versus the average
eounting day and resulted in curve B in figure 14, The
plots of half-life versus time for the two metheds used
differ significantly through abaut dav 480, the half-lives
calculated using differences between two linear regres-
sions being shorter. At first glance (refer again to fig. 14),
the disagreement might be the resuit of the larpe scarter
of data for July and October 1972 sround their respec-
tive regression linea. This cannot be the cause, however,
because similar scatter is present in computation of
arithmetic means from planchet recounting data. The
cause seems to lie in the assumption that only radioac.
tive decay accounts for the decrease in activity in sam-
ples of given dissolved -solids content between two sam-
pling episodes. Recall that the determination of half-ife
by the method of linear regression involves using the

e
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tatio of gross beta/gamma activities of two succesgive
sampling episodes, If the value of A (eq 1) is lower than
that which would result from radicactive decay alone, a
smaller value of ¢, 18 computed. Therefore, the most
probable reason for curve B of figure 14 lying below
curve A is that a certain fraction of activity is being
progreasively removed from solution by sorption on par-
ticulate matter in the cavity region, Consequently, one
would expect the distribution coefficient (K ) to increase
with time: this is not obsérved because the K, values are
very large (greater than 10 000 as found in tables 2, 4, 5,
and 6) and small changes in solution coneentration,
which greatiy affect the ¢  determinations, have little
effect on K. Furthermore, as the bulk carrier solution
becomes more dilute, radicactivity is expected to be
transferred from the solution to the solid phase (that is,
the sorption selectivity increases) and the calenlated dis-
tribution coefficients should be negatively correlated to
solution dissolved-solids content. This behavior was also
not observed., the average distribution coefficient,
2.5 » 10* mi/g, remaining independent of total solu-
tion ionic strength as measured by dissolved-solids con-
tent.

At about 500 days since zero time, curves A and Bof
figure 14 approach each other, indicating approach to
sorption equlibrium. The approximate time of 500 days
for sorption equilibrium to be reached probably is
longer than the time to equilibrium which would be ob-
served in a system not disturbed by flow down the reen-
try hole. These data clearly show that instantaneous
sorption equilibrium does not exist in explosion-cavity
gituations. A quantitative estimate of rate conatants
from the data is not possible, however.

Comparison of sample radicactivity values and their
corresponding collection dates (days since zero time)
with information contmined in classified documents
concerning the amounts and kinds of radioactivity ex-
pected to be produced by the Cannikin explosive con-
firmm the presence of isotopes whose half-lives are simi-
lar to those calculated and used to produce curve A4 in
figure 14. Thua, one may infer that the distribution of
radioactivity in the aqueous phase iz similar to the dis-
tribution of all radicactivity produced by the explosion.
Although fractionation of eertain isotopes and chemical
forms must occur, it is apparently insufficient tc cause
large changes in the diatribution of gross beta/gamma
radicactivity that existed during the time interval after
deronation considered in this study. At longer times
after detonation, amounts and kinds of residual activity
probably are controlled by selective sorption equilibria,
and only loosely bound activities will remain in solution,
but for intermediate times (250 to 550 days) no such
seleetivity is apparent. Studies now underway at older
explosion sites should illuminate the gquestion of ra-
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dionuclide distribution in the agqueous phase at longer
timesa,

TRITIUM ACTIVITY

As previously postulated. sampies collected from
UA -1 —P1 represent mixtures of radicactive water of
dissolved-solids content similar to that which filled the
cavity (mainly from aquifer 3B) and nonradicactive
low-dissolved-solids water which cntered the caviy
from near ground surface by downward flow i1 the
vicinity of the driil hole. Because tritium values were
not significantly affected by decay during the entire
sampling period and because the above postulate ieads
to @ linear refationship between dissolved solids and tri-
tium concentration, a linear-regression analysis was
performed on the tritium and dissolved-solids data. Not
all analyses were used: samples collected from above
the highest perforations (zone F) and samples collected
prior to July 22, 1972, were vmitted. the former because
they iikely did not represent water from outside the
drill stem and the latter because some of the samples
clearly indicate the presence of highly tritiated con-
densed steam from tha cavity prior to the mixing in-
duced hy downward movement of water in the
UA -1 —P1 drill hole. Figure 12. introduced eartier, is a
semilogarithmic plot of tritium versus dissolved solids.
Inasmuch as a linear relationship is postulated, the
reader might guestion the use of a semilogarithmic
plot; it was necessitated by the four-order-of-magnitude
range in tritium values. The best linear-fit regression
line is also shown. A correlation coefficient of 0.73 for
these data strengthens the simple-mixing postulate as
reasanable, Some of the data scatter is a resuit of the
reaction of the introduced {resh water with the rock
matrix with which it comes in contact, as discussed
earlier. This reaction causes higher diszolved-solidz
values for samples that have mixed in given proportion
with the radicactive cavity water than would be pre-
dicted by simple mixing of two waters. This is par-
ticularly evident in the portion of figure 12 between 300
and 1000 mg/L dissolved solids and in the vicinity of
l %10 pCi/L tritium activity: the Qctober 1972
January 1973, and May 1973 samples fall in the same
dissclved-solids sequence as in figure 13 where their
placement describes a reaction coordinate of surface
water with subsurface rock.

The extrapolation of the tritlum versus dissolved.
solids content data to a dissolved-solids value of aquifer
AR (table 3) to determine radioactive-source water con-
centration in the cavity is tempting, but the assumption
must be made that the cavity-fill water is completely
homogeneous throughout. This assumption is probably
not valid, as indicated by the radioactivity in the sam-
ples collected prior to July 22, 1972, Some of these sam-
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ples presumably contein the condensed steam which
apparently had not mixed with water from aquifer 3B
in the 4 months that had elapsed from day of condensa-
tion to the day that water entered the drill stem. What
did occur in the region of the cavity near the UA -1 -P1
hole is mixing of water from agquifer 3B with water from
near surface by strong local convection induced by the
cool dovnward-moving current of water from near sur-
face, Generalized eavitywide convection of any mag-
nitude is not apparent from examination of the avaiia-
ble data.

ALPHA ACTIVITY

Alpha gcuvities. measured using natural uranjum as
a calibration standard, were either undetected or
generally as low as those measured in the natural en-
vironment prior to Cannikin. There are a few notable
exceprions which may be found in table 2. No identifica-
tion of specific radionuclides was made on these sam-
ples and it is not known whether they represent alpha
activity penerated by the nuclear device or if present as

. & congequence of the large smounts of drilling fiuid

uszed in drilling UA -1 -P1l. These drilling fluids con-
tained significant natural alpha activity in the form of
uranium and thorium. Very small amounts of these
fluids. if present in a sample, could account for the oh-
served alpha activity.

Three of the samples in table 2, those collected on
July 19, 22, and 28, 1972, were specifically analyzed for
plutonium isotopes 239 and 240 and also for uranium
238 and 235 (Eric T. dedonckheere. Jr.. written com-
mun., 1975). No plutonium was detected, and the
uranium-igotope ratio indicated natural uranium was
present in the three samples,

CALCULATION OF CAVITY RADIUS
FOR THE CANNIKIN EVENT

Although the exact energy yieid of the Cannikin
nuelear explosion, the measured radius of the lower
hemisphere of the cavity, and the cavity void volume
are not available because this is classified information.
an approximate radius and void volume of the cavity
can be established using published data on the effects
of underground nuclear explosions (Butkovich and
Lewis. 1973). and generalized information on the Can-
nikin event (Merritt, 1973). Thus., the radius and
volume of the cavity formed by a nuclear explosion can
be determined by the relationship

R = CW"
= e

where R _is the cavity radius of the lower hemi_sphere,
in meters: Wis the energy vield. in kilotons; p is the
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average overburden density, in g/cm?® and A iz the
depth of burst, in meters. The exponent a depends on
the water content of the medium at the point of burst
{Higgins and Butkovich. 1967), and € is a constant
equal to about 100 using thiz set of units,

For the Cannikin event, stated to be a nuciear test of
somewhat less than five megatons (Mt) yield, where:
5000 kt (Merritt, 1973
= 100 (Butkovich and Lewis, 1973)

2.3 g/cm? (Lee, 1969)

1790 m (Merritt, 1973

0.307 (6.5 weight percent water) (Higgins
and Butkovich, 1976: Lee and Gard,

1970

ﬁ}b|m§
|

Then,
for W= 5000 kt, R, =133 m.

SUMMARY AND CONCLUSIONS

The Cannikin nuclear explosive was detonated
November 6. 1971, on Amchitka Island. Alaska, and an
underground cavity was immediately created around
the explosion. Tle stress placed on the overlying rock
by the cavity was relieved by collapse of the over-
burden, creating a rubble chimney extending from the
cavity to land surface. Increased vertical hydraulic con-
ductivity over that which existed in the undisturbed en-
vironment resulted, and water from surface and sub-
surface sources flowed intc and down the chimney to fill
the new void created by the explosion, Water percolat.
ing toward the cavity region encountered an upward-
moving front of high-temperature steam and water
which severely vetarded downward movemant of water
by two mechanisms -— (1) vaporization of the down-
ward percolating water, and (2} decreaged hydraulic
conductivity owing to two-phase flow conditions exist-
ing at the steam/water interface. Initially the interface
moved upward; then, when sufficient cooling had occur-
red, it retreated downward,

During the downward flow retardation of water from
surface and subsurface sources continued to accumu-
late in the chimney ahbove the cavity, When the
pressure and temperature conditions had allowed
steam condensation to occur throughout much of the
cavity, water which had aceumulated in the chimney
flowed downward, filling the cavity. Flow into the upper
part of the chimney recommenced, and the progress of
refilling the chimney was recorded by periodic water-
level measurements in a reentry hole drilled into the
Cannikin chimney and cavity.

The reentry-hole water levels represented combined
measurements of water-vapor pressure in the cavicy
and hydraulic head in the chimney; consequently, to ob-
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tain true chimney water levala, the reentry-hole water
levels were corrected for the effect of water vapor by
using the estimated temperature history of the cavity.
The water-level rise in the chimney thus obtained was
combined with aquifer-property data, surface-water in-
flow, and an satimate of the magnitude of total new sub-
surface pore space created by the explosion to estimate
the vertical distribution of new porosity within most of
the chimney. Aguifer-property data had been obtained
from a test hole near the Cannikin emplacement hole
and surface-water inflow data were estimated from
stream records obtained prior to detonation. Choice of
day of steam condensation (day 60) and relative cavity
radius of 1.34 (Lo obtain a corresponding subsurface
void volume! were made to best fit the observed
phenomena. The resulting caleulated porosity distribu-
tion, which was in disagreement with published predic-
tions, was 10 percent near the bottom of the chimney,
decreasing to 4 percent near the top. As the magnitude
of subsurface void is dependent on cavity size and
shape, and theretore not known with eertainty, caleula-
tions were made using several values of cavity radius.
Furthermore, the water inflow was controlled by
aquifer properties and the ume that the chimney filling
was renewed. immediately after steamn condensation in
the cavity. Therefore, different values for day of steam
tondensation in the cavity were paired with different
values of cavity radius (directly related to magnitude of
subsurface void) to determine the sensitivity of calcui-
ated porosity values to errors in estimating these
parameters. It was found that 2 large error tn estimate
of magnitude of subsurface void (for example, 170 per-
cent) results in a small relative error (45 percent) in
porosity. The error introduced by an improper choice of
day of steam condenstaion in the cavity is also small,
The choice of D =60 and R = 1.34 as most probabie
was corroborated by caleulations of distribution within
the cavity of heat produced by the explosion.

In contrast to the hydraulic data, interpretation of
the chemical information obtained from samples col-
lected in the vicinity of Cannikin presented greater
diffieuity. The primary reason for this lay in the
method of completion of the reentry hole and the tech-
mques nsed in obtaining samples therefrom.

Downward flow of water {rom near land surface with-
in and in the vicinity of the reentry hole was identified
by temperature and FLO-PAK logs. Consideration of
the water-quality data in light of this phenomenon
made it possible wo identify the effect of this near-sur-
face water on the samples coilected. Generally, the
most radioactive samples approached a chemical com-
position similar to the native saline water near the
caviey. The saline water was diluted by fresher water
from near land surface. In addition to acting as a dilu-
tant, the fresh water underwent changes in chemical
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composition a8 it flowed downward, not unlike that
which occurred in the undisturbed system prior to the
detonation but much compressed in time. It is
presumed that contributions of near-surface water to
the overall chimney underwent similar changes. The
concept of simple-mixing of two waters would
theoretically allow calculation of radioactivity in un-
diluted cavity water; however, reaction of dilutant with
aquifer matrix and the indication that water in the
cavity region was not guantitatively (completely)
mixed, contributed to data scatter that obviated precise
extrapolation.

Indications from the general chemical data that
quantitative mixing had not eccurred in the cavity were
corroborated by an analysis of the radiochemical data.
Changes with time in radiochemical composition of the
water samples indicated that even radiochemieal
equilibrium had not been achieved in the 18 months
which had elapsed since detonation. This water-quality
heterogeneity and conseguent radicactive dise-
quilibrium is perhaps not surprising, as it is difficult to
postulate a mechanism for complete mixing to be
rapidly attained. Large thermal gradients do not ap-
pear to have persisted in the Cannikin cavity. It is cer-
tainly possible that “hot spots” existed at time of aban-
donment of the site, but, if randomly distributed, they
would contribute little to mixing of the cavity warter.
Thus, it is concluded that diffusion is the only process
by which mixing would continue.

At the time of site abandonment, hydraulic
equilibrium, as indicated by comparison of chimney
water level with predetonation conditions, alse had not
been reached. Thia could be explained either by further
cooling of the “hot spots” or by continued saturation of
pore space of low hydrauiic conductivity, With in-
creased vertical hydraulic conductivity in the vicintty of
Cannikin caused by chimney formation, a new hy-
draulic system could be formed which wouid resuit in
deeper circulation of near-surface water than was pre-
viously possible. Because the more transmissive
aquifers lie well above the cavity region, it is believed
that this deepened circulation will not be significant
helow aquifers | or 2.
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